
Chimney Balloons 
This is a removable insulation measure 
to stop drafts from redundant open 
fires. Easy to fit and quick to install. 
Timescale: Approx 10 mins.

Radiator Panels
Reflective panels are attached to the 
back of the radiator to reflect heat 
back into the room. This measure is not 
suitable for electric heating. 
Timescale: Approx 10 mins per radiator.

INSULATION

   We have been working 
with CnES to deliver their 
insulation programme for 
the last 5 years working 
toward our shared goal of 
improving homes in the 
Western Isles.
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Internal Wall Insulation

The works are limited to insulating 
the interior of the solid external walls. 

The works will include the stripping back 
of the existing wall linings to expose 
the original walls (where possible). The 
installation of a 75mm x 50mm partition 
set against the original walls with 75mm 
Quinntherm (or equivalent) board 
insulation and sheeted with 12.5mm foil 
backed plasterboard. The new walls will 
be taped and filled and 2 coats of emulsion 
will be applied (white or magnolia). 

Please note:  It is likely that the room will 
be slightly smaller as a result of the works.

All window reveals and sills will be 
insulated where possible. Ingoes will be 
replaced with plasterboard and sills will 
be MDF with a white gloss finish. Where 
decorative timber linings or similar are 
present on walls to be insulated, these 
will not be reinstated. 

The contractor will reuse skirting and 
facings where possible. Where renewal 
of skirting, facings and coving is required 
the contractors will endeavour to match 
existing. No works will be undertaken 
to remaining walls that are not being 
insulated. 
Timescale: Allow 2 weeks for install.

Room in Roof Insulation

Room in Roof insulation involves over 
boarding the lining of the internal roof 
surfaces (and ceilings on upper floor) with 
62.5mm insulation backed plasterboard. 
The affected areas will have skirtings 
and facings replaced where disturbed, 
walls will be taped, filled with two coats 
of white or magnolia emulsion applied. 
Timescale:  Allow 2 weeks for install.

      Loft Insulation

Knauf Earthwool Insulation is the 
product we use to insulate both loft and 
underfloor.  In the case of loft insulation, 
we insulate to a maximum of 300mm to 
bring the loft up to current standards.  
You will be required to clear the loft in 
order for our installer to gain access and 
install the measure.  
Timescale: Approx 1 day.
(Install time depends on area m²)

Underfloor Insulation

In order to comply with current health 
and safety standards, a depth of at least 
600mm of underfloor space is required 
for install.  All hatches should be easily 
accessible. 
Timescale: Approx 1 day.
(Install time depends on area m²)

Draught-proofing

TIG can install draught-proofing to 
timber windows and doors, not UPVC. 
Timescale: Can vary – usually complete 
within a few hours.


